
Dual Rear Support Jacks 
(Standard with Fold-Up 

Ramps & HD Gate)

ST235/80R16 Radial Tires

Tool Tray in Tongue

Spare Tire Mount

Rubrail with 
Pipe Spools

8K Axles with Forward 
Self-Adjusting Brakes

Drop-Leg Jack (10,000 lb.)

102" Wide Deck (83" 
Between Fenders)

Straight Deck  
(Dovetail Optional)

HD Drive Over 1/4" Diamond 
Plate Fenders

5' Slide-In Channel 
Ramps (Fold-Up 
Optional) 

8" x 10# lb. I-Beam Main Frame & Tongue

2-5/16" Demco EZ Latch Adjustable 

Visit pjtrailers.com for a complete list of trailer options.

Enjoy the robust 8" I-Beam frame design coupled 
with Drive Over Fenders and a super-wide bed, 
delivering a spacious and stable platform for 
transporting vehicles and equipment with 
confidence and ease.

SPACIOUS & STURDY DESIGN

Choose the optional Blackwood Pro decking to 
enjoy long-lasting durability and exceptional grip 
in wet and muddy conditions, providing a secure 
and reliable surface for loading equipment.

ENHANCED DURABILITY & TRACTION

Choose the optional Monster Ramps to experience 
exceptional strength and loading flexibility, 
accommodating a wide range of equipment 
and vehicles.

MONSTER RAMPS (OPTIONAL)

Our oil bath lubrication system and Valcrum Oil Caps 
simplify axle maintenance by keeping them properly 
lubricated and allowing for easy oil level checks 
without worrying about broken plastic caps.

OIL BATH AXLES WITH VALCRUM 
   OIL CAPS

STANDARD CONFIGURATION SPECS
THESE ARE THE DEFAULT SPECS THAT ARE INCLUDED IN THE BASE CONFIGURATION OF THIS MODEL.8" PRO-BEAM SUPER-WIDE EQUIPMENTH6

Deck Width: 102" Deck Height: 28" Axles: Tandem (2 x 8,000 lbs.) 

Length: 20' – 26' Couplers: Bumper Pull, Gooseneck, & Pintle Load Capacity: 11,940 – 13,640 lbs.

GVWR: 16,000 – 18,500 lbs. Weight: 4,060 – 4,860 lbs. Choose the Monster Ramps, HD Ramps, or Blackwood Pro Decking for enhanced loading of equipment.


