
Visit pjtrailers.com for a complete list of trailer options.

The Heavy Duty Adjustable Suspension increases 
longevity and performance, is easier to 
maintain, and allows for adjustments when 
you need them.

HEAVY DUTY ADJUSTABLE SUSPENSION

Transform your trailer into an everyday workhorse 
with our optional Hydraulic Power Accessories like 
Monster Jacks and Power Tail™. These versatile 
additions enhance your trailer's capabilities, 
making it even more adaptable and efficient for 
a wide range of tasks and equipment.

VERSATILE OPTIONAL HYDRAULIC      
   POWER ACCESSORIES 

Monster Ramps are ultra-wide and fold flat to 
the trailer deck. Plus, now include hold-down 
latches for decreased vibration and rattling 
while in transit.

MONSTER RAMPS WITH HOLD-DOWN  
   LATCHES (OPTIONAL)

This innovative feature utilizes lateral torsion 
supports, specifically engineered to counter 
rotational forces in the frame during operation. It 
is standard on models 30’ and up or optional on 
shorter lengths.

TWISTGUARD™ FRAME DESIGN

STANDARD CONFIGURATION SPECS
THESE ARE THE DEFAULT SPECS THAT ARE INCLUDED IN THE BASE CONFIGURATION OF THIS MODEL.LOW-PRO PINTLE WITH DUALSPL

Deck Width: 102" Deck Height: 33" Axles: Tandem (2 x 10,000 lb., 12,000 lb.,  
or 15,000 lb.) Ramp Types: Slide-In (Standard), Flip Over, Monster, Power Tail™

Length: 22' – 40' Couplers: Bumper Pull & Pintle Load Capacity: 16,370 – 30,511 lbs. Frame Type: 12" x 19 lbs. I-Beam

GVWR: 25,000 – 36,000 lbs. Weight: 5,489 - 8,630 lbs Tail Types: Straight Deck, 5' Dovetail  
(Optional)

Choose the optional Monster Ramps or Power Tail™ for easier loading and 
unloading.

Choose the optional Blackwood Pro decking for added durability and 
grip when wet.

Full 102" Wide Deck

16" Black Mod Wheels (8 on 6.5" 
Bolt Pattern) with ST235/80R16 
Radial Tires

10K Axles with FSA Brakes, Oil 
Bath Hubs, & Valcrum Caps

2"x 6" Tubular Side Rail  
with Rubrail, Stake Pockets, 
& Pipe Spools

Dual Drop-Leg Jacks 
(12,000 lbs. Each)

3" Pintle Ring (36,000 lbs.)

Shown with Optional 5' Dove-
tail (Straight Deck Standard)

2" Treated Pine Deck

12" x 19 lbs. I-Beam 
Frame & Tongue

Spare Tire Mount

Lockable Toolbox 

Retractable 
Monster Steps

All-Weather Wiring 
Harness (7-Way RV)

3" Channel 
Crossmembers on 
16" Centers

Lifetime LED 
Lighting


