
Visit pjtrailers.com for a complete list of trailer options .

7K STEEL DECK CAR HAULERCH

The CH’s 11-gauge steel deck provides a highly 
durable, fluid-resistant floor and includes D-rings and 
stake pockets to secure your load.

STEEL DECK

The optional aluminum rock shield bolts onto the 
trailer’s redesigned bump rail to protect your pre-
cious cargo from road debris and rocks.

ROCK SHIELD

A 4’ dovetail at the rear with 5’ slide-in ramps 
provides an ultra-low loading angle for low-clearance 
vehicles and equipment.

DOVETAIL & RAMPS

Removable fenders allow for safe and easy loading of 
your vehicle, simply by removing a couple of bolts. An 
additional feature is the extra working space around 
the wheels and axles when maintenance is required.

REMOVABLE FENDERS

All-Weather Wiring 
Harness (7-way RV)

11 ga. Steel Deck

3" Channel Crossmembers 
16" on center

9" x 72" Removable Treadplate 
Aluminum Fenders

83" Wide Deck

4' Dovetail

DOT Approved Flushmount Lifetime LED Lighting

5' Slide-In  
Channel 
Ramps

15" Black Mod Wheels  
w/ST205/75R1 Radial Tires

3.5K Axles with Quick 
Lubricating Hubs, Idler 
& Brake

4-Leaf Double-eye 
Spring SuspensionDOT Compliant Reflective Tape

Stake Pockets

Front Bump Rail

Flushmount D-Rings

5" Channel Frame 
& Tongue

5k Bulldog Pipe Mount 
Swivel Jack 

Defender 2 Electric Breakaway 
System w/ Charger

Safety Chains

2" Demco 
EZ-Latch 

Coupler

Lengths: 18’ - 22’ Deck Height: 22” GVWR: 7,000 lbs. Weight: 18' @ 2,260 lbs. / 20' @ 2,390 lbs. / 22' @ 2,510 lbs.

Inside Bed Width: 83” Couplers: Bumper Pull Load Capacity: 4,490 - 4,740 lbs. Choose optional aluminum rock shield for added vehicle protection

STANDARD FEATURES
THESE ARE THE DEFAULT FEATURES THAT ARE INCLUDED IN THE BASE CONFIGURATION OF THIS MODEL


