
DECK WIDTH: 102" DECK HEIGHT: 35" AXLES: Tandem (2 x 7,000 lbs.) Focused features and high quality build are key to all 
trailers in the Quest Family of trailers.

LENGTH: 18', 20', 22' COUPLER: Bumper Pull & Pintle RAMP TYPE: Slide-In

GVWR: 14,000 lbs. TAIL TYPE: Straight Deck FRAME TYPE: 6" Channel

VISIT PJTRAILERS.COM FOR A COMPLETE LIST OF TRAILER OPTIONS.

STANDARD CONFIGURATION SPECS
THESE ARE THE DEFAULT SPECS THAT ARE INCLUDED IN THE BASE 

CONFIGURATION OF THIS MODEL.6" CHANNEL DECKOVERL7

Full-length Rubrail and Stake Pockets  
to secure with confidence.

RELIABLE CARGO SECUREMENT

The tube design bumper railer 
provides stopping point when driving 
up equipment, as well as forward 
stability and additional flexibilty for 
securing the load.

VERSATILE FRONT BUMPER RAIL

Forward Self-Adjusting Brakes help 
maximize your time on the road with 
optimal performance.

Standard slide out ramps enable the 
full 102" width deck to be used for 
loading those extra-wide equipment.

INTEGRATED RAMPS

PJ Trailers reserves the right to change price, design, material and/or specification without notice or obligation.

SELF-ADJUSTING BRAKES

ST235/80R16 Radial 
Tires (10 ply)

2-5/16"
Adjustable 
Coupler

Standard Slide In 
Ramps

102" Wide Deck
Spare Tire 
Mount 
(Shown with 
Optional Tire)

Front 
Bumper Pull

2" Treated Pine 
Deck

Drop-Leg Jack
(7,000 lb.)

6" Channel 
Frame & 
Tongue

3" Channel 
Cross members on 

16" Centers Rubrail, Stake 
Pockets 

7K Axles 
with Forward 

Self-Adjusting 
Brakes


